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80mm Thermal Receipt Printer It integrates the setting functions of thermal printer,
such as serial port setting, network port setting, language setting, update, etc.,
powerful, practical and easy to use.

1.Connect to the printer

Double click tool“PrinterTool.exe” and the following screen will appear;
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As shown in the figure above, there are 3 methods to connect to the printer.

1.1 If the printer is connected via USB, select USB directly, and then "Set Printer"
or "Download" program. (If the printer is connected via USB, then USB can be
selected. If not, the USB option is gray and cannot be selected, as shown in the

figure above.)



1.2 The printer can be connected through the serial port, network port or parallel
port. After "Configuring Port", the printer can be connected, and then "Set Printer"

or "Download" program.
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a.Select a serial port and configure it.

COM1 Properties ?
| Paort Settings
Bits per second: | 15200 L
Data bits: | & W
Party: | Mone W
Stop bits: | 1 (¥
Flow control: | None L

Restore Defaults
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b.Perform IP configuration after selecting a network port and

connect the printer.

c.Select a parallel port.

Configure LPT Port
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1.3 Connect the printer through the common connection mode of driver (it is

necessary to select and set the corresponding port of the driver first), and then "Set

Printer" or "Download" program.

2."Download" function in the main screen
Click "Download" and the following screen will appear

I Program -Iiogo

Select A Printer Firmware:

Update

| Select Firmware




2.1 Update "Program". Click "Open File", select the corresponding program path,
and click "Update" to update the program.

Program | Logo

Logo List

Download

2.2 Add "Picture". Select "LOGQ", click "Add", select the corresponding path, and
add LOGO to the printer.

Note: In this tool, the added LOGO only supports pictures in bmp format (black and
white bitmaps, or 32-bit full-color bitmaps), and other formats are not supported.
The requirements for the supported bitmap size are as follows:

2.2.1 The picture size must be less than 64k

2.2.2 Picture width requirements are:

The width of 80 shall be less than 576 pixels.

The width of 58 shall be less than 384 pixels.



3."Set Printer" function in the main screen
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% PrinterTool ESRERE
Communication with printer
USE
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|
A Config Port
() Printer Driver: Fax

Set Printer ] | Download |
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Select "Set Printer" in the main screen and the following screen will appear:

Set Printer ﬁ

Base |Eﬁ'1varnet I Wifi I Bluetooth setting | BladdMark I RPP I Heat Time | 20 Barcode I Serial| ! ’_.

Code Page: | CHINESE -

Baud Rate: | 19200 v|  Pparity: | None -

Character: Buzzer [¥] Crawer [¥] cutter
Density: [7] Buzzer After Print

Char Per Line: [] Auto Reprint The Last Receipt

[ Set |

[ Self Test ]

It mainly includes 14 interfaces.



3.1 "Basic Settings"
User can set the printer's language, baud rate, font, print density, cashbox, diffusion
knife, etc. according to his needs, and then perform "Print Self-test Page" to check

whether the change is complete.

Set Printer M

| Base |Eﬁ'1varnet I Wifi I Bluetooth setting | BladdMark I RPP I Heat Time | 2D Barcode I Serial| ! [ix

Code Page: | CHINESE -

Baud Rate: | 19200 v|  Ppaity: |None -

Character: |?J Buzzer Drawer @ Cutter
Density: [] Buzzer After Print

Char Per Line: [ Auto Reprint The Last Receipt

[ Set |

[ Self Test l

Note:If you use a serial port for printing, after the baud rate is changed, you need to
return to the main screen to reconfigure the baud rate of the serial port before using

the setting tool again.



3.2 Ethernet

3.2.1.Set the IP address of the printer, change it to "192.168.1.87", and set the
communication port

3.2.2 Set the printer's subnet mask and change it to "255.255.255.0"

3.2.3 Set the printer's gateway as "192.168.1.1"

3.2.4 Set the printer's DHCP function. The printer's DHCP is disabled by default. If
necessary, it can be enabled to make the printer automatically obtain the address

3.2.5 Set the Mac address and set the network transmission rate.

Set Printer i
| Base !Eﬂ'IEFI'IEt! Wifi | Bluetooth setting | BlackMark I RFP I Heat Time | 2D Barcode I Serial | * | *
@ 1P () DHCP
- 192 , 168 . 1 . 87  port: |3100 Set
Sub Mask: 255 , 255 , 255 . O
GateWay: 192 . 168:. 1. . 1
DHCP: Disable
MAC: ]Dn ||:u:| 100 ||:u:| ||:u:| ||:u:| Set
Duplex Mode: [ 100Mbps Full Duplex v] l Set I

Attention:: Before setting the web address, if the printer is connected with one of
following two methods: "One" uses the "Internet port", "Two" the IP address in the
print driver mode. After changing the IP, the printer's IP address is changed. At this
point, the printer is disconnected from the tool, and the IP address of the tool needs
to be reset before connecting the printer. Other connection methods are not

affected.



3.3 “WIFI”

If the printer supports WiFi connection, you need to set the WiFi parameters.
3.3.1 Wireless router setting instruction

1.Set the SSID, namely the router name, in the WiFi settings of the router.
2. Wireless network security settings

(1) Do not enable wireless security" can be selected;

(2) If encryption is required, WPA-PSK/WPA2-PSK is recommended. The
authentication type can be one of "Auto”, "WPA-PSK", and "WPA2-PSK".

The recommended encryption algorithm is AES. PSK password can be set by
yourself.

(3) Wireless network security settings can also use WEP type, which is not
recommended. If you have to adopt this authentication type, you can choose one of
"Auto", "Open System", and "Shared Key". For the WEP key format, please select
"ASCII code". The password can be defined by yourself.

3.3.2 WiFi printer parameter setting instruction
(1) Open the integrated setting tool " PrinterTool " included in the CD
(2) According to the instruction manual of this setting tool, first make sure that the
printer is connected.
(3)Open the setting tool and select "WiFi".
(4) Input the SSID (WiFi name) to which the printer is connected, and the
corresponding mode.
(5) Enter the WiFi encryption type and the WiFi password, as shown in the figure.
For example, add WiFi rdhz, with the password encryption type of WPA-PSK, enter
the WiFi password, and click "Set".
(6) After clicking "Set", the printer will print the set WiFi parameters. Please print a
self-test page and compare the printed WiFi parameters with those of the router. If
matched, please wait patiently and the printer will connect to the WiFi within 1
minute. If not matched, please reset and repeat the above steps. Note: The factory
default IP address of the printer is 192.168.1.87. If the printer's IP address and the
wireless router's |IP address are not on the same network segment, you need to set
the printer's IP address to ensure the two addresses are on the same network
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segment. For specific IP address settings, please refer to 3.2 "Ethernet" settings.

Set Printer L-'E;Q-JH
i-é-méMIWiEIaetﬂum setting I BlackMark | RPP i Heat Time | 2D Barcode I Serial| 1 | *
SsI0: |r|:|hz Mode: STA b
(7 OPEN{MNo Keys)

@ WPA-PSKMPAZ-PSK

Type: WPA-PSK - Encryption:  |AES 2

3.4 Bluetooth Settings

If the printer has Bluetooth function, you can set the Bluetooth parameters.

(1)First press and hold the FEED button of the printer, and then turn on the printer
to print the self-test page. From the self-test page, find out the Bluetooth pairing
name and password of the printer.

(2)The Bluetooth pairing name and password can be changed if necessary. At this
time, the "Bluetooth Settings" function in the integrated setting tool needs to be
used, as shown in the figure below.

(3)Enter the new "Device Name" and "Pin" for the printer Bluetooth, and click "Set".
After the printer is restarted, the settings are changed successfully.

(4)Power on the main device and search for the external Bluetooth device

(5)Find the Bluetooth printer just changed and enter the corresponding password to
complete the pairing. When pairing, the printer must be on.

Note: During pairing, please do not turn on multiple printers at the same time;
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otherwise, you may not be able to judge which printer was successfully paired.

Set Printer u

|Base | Ethernet | wifi | Bluetooth setting | BlackMark | RPP | Heat Time | 20 Barcode | serial + [ * |

Device Mame: || Pin: |

set |

Model Name: | Device Mumber: |

Set |

3.5 Black Mark
rSe’c Printer &

| Base [ Ethernet | wifi | Bluetooth setting | BlackMark |Rpp | Heat Time | 2D Barcode | serial + [

i Enable i Bisairte ¥ ;
Black Mark Length: |30'3 i - et + >3
Black Mark Width: |10 — Sef » 4
Print After Black Mark: |U T * > 5
Cut After Black Mark: |U T + > 5
NextBlackMark | [ Next Cut |
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1. "Enable Black Mark" is used to enable the black mark function. The printer will
beep once if it is enabled successfully;

2, After enabling black mark, turn off the printer and then turn it on again. You
must restart the printer before setting the black mark parameters.

3. Enter the length of the black-marked paper, that is, the length of paper between
the two black marks. The setting value should be greater than the actual length of
the black-marked paper.

For example, if the length of the black-marked paper is 200mm, the setting value
can be 400mm. After inputting, click "Set". If the setting is successful, the printer will
beep once.

4. If you input 10mm for "print start position", the printer will start printing from the
position 10mm after the black mark. After inputting, click "Set". If the setting is
successful, the printer will beep once.

5. The set width of the black mark should be greater than the actual value. If the
actual width of the black mark is 10mm, the setting value can be 20mm. After
inputting, click "Set". If the setting is successful, the printer will not beep.

6. If you input 10mm for "paper-cutting position", the printer will cut paper at the
position 10mm after the black mark. After inputting, click "Set". If the setting is

successful, the printer will beep once.

11



3.6 Baud rate, print density, etc. of a "mobile" printer

This page is mainly for mobile printers, such as 200 series. Customers can modify
the baud rate, character set to be used, print density, supported fonts, etc.
according to their needs.

]
Set Printer ﬁ

| Base I Ethernet I Wifi I Bluetooth setting E!Iachark| RFP IHEEtTIITIE 20 Barcode | Serial |4 k|

Baud Rate: | 3500 -
Code Page: [UNICDDE ,]
Density: Low - Font: A-12%24  w
Char Per Line: ICF‘.{DKDD} v]

Idle Time: ]':' 3

Max Feed: 200 mrm
Set

Off Time: 1':' 5

Page Len: 200 mm

Self Test
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3.7 Printer mechanism heating time
Enter the required heating time, and then select "Settings". After setting, print a

self-test page to check whether the heating time parameter has been changed to

the set value.

Set Printer L&J

I Base I Ethernet I Wifi I Bluetooth setting I BlackMark I RPP | Heat Time |2D Barcode Iga-l g |

Heat Time:  |300 us set

13



3.8 "QR Code"

This function can set the printer to "Enable/disable printing of QR code". After

setting, print a self-test page to check whether the QR code can be printed.

- -
Set Printer M

| Base | Ethernet I Wifi | Bluetooth setting I BlackMark I RPP I Heat Time | 2D Barcode | Serjal| 4 | |

Set Type: 20 Barcode Enable - Set
[

2D Barcode Disable
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3.9 "Serial Port Settings"
FSetll'rin.tev ﬁ

[ Ethernet | wifi | Bluetooth setting | BlackMark | RPP | Heat Time | 20 Barcode | Serial |gearcl [+

Number of data bits: (8 bits ~|
Parity: |None -
Stop bits: [ 1bit -
Hand shake: | XONXOFF v

set |

You can change the serial port parameters of the printer according to your needs,
such as data bits, handshake signal protocol, etc.

Note: After setting the serial port, the printer's serial port parameters have changed.
You need to return to the main screen and reconfigure the serial port (the

configuration parameters must be consistent with the parameters your modified)

£ PrinterTool = &4
Communication with printer
I @ Port: Ethernet x| I
Config Port |
_ COM1 Properties ?
i
Port Settings
Bits per second: | 15200 v
Databits: |8 v
Parity: | None v
Stop bits: |1 v
Flow control: | None v
Restore Defaults
0K Cancel Ppply
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3.10 "Search Printer"

Connect the network cable, select the network port, and set the corresponding

IP address.
£¥ PrinterTool | l 24
Communication with printer
USE
@ Port: Ethernet - ]
Config Port |
r
) Ethernet m
() Prin
=3 12 . 168 . 1 . 87 9100
[J | ok || Bt |

b. Select "Search for Printer". After the printer is found, the corresponding MAC
address, |IP address, etc. of the printer will be displayed. Select the printer and
then perform related configuration or operation.

Set Printer w

| Wifi I Bluetooth setting I BlackMark I RPP I Heat Time I 2D Barcode I Serial | Search Printer | [ ]+ ]

MAC Address IF Address Subnet Mask GateWay

Status

Self Test
Reboat Printer

Motice: After searched printers, please select the printer before other operation.

Local IP Address: 192.168.75.128
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3.11 "BIG5" (only applicable to Traditional Chinese (Taiwan)
models)

r 5
Set Printer M

Bluetooth setting | BladkMark [ RPP [ Heat Time [ 20 Barcode [ Serial | Search Printer | B1G5 [+
Emualtion Made: |Ersonescipos -] [ oset |
Language: | chinese GB 15030 - [ set |
Speed: [ 150mm/s -] [ set |
Barcode Wide: [1:3 (vew) ~| set
Paper Width: [somm -] [ set |
Auto Reprint Mode: ON - [ st |

3.12 "Command Type Setting"

There are two types of commands: label command and ESC/POS command.

Set Printer tﬁ

 Heat Time | 2D Barcode | Serial [ Search Printer | BIGS | CmdType Setting | papersave | Other | [ 4]

Command type: Label Command - Set

Label Command
Paper width: ESC/POS I Set
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3.13 Paper saving
As shown in the figure below, the paper saving settings are on the left, and the

right side is divided into normal paper and paper saving previews. After setting,
click "Set".

Set Printer &
[ Heat Time | 2D Barcode | Serial | Search Printer | BIG5 | CmdType Setting | PaperSave |other | [+]*
Delete Empty Space At The Top: :
I Enable '] Normal Custom
Delete Empty Space In The Below: ABCDEFG
(e ] ABCDEFG 1234567
1234567
Cut Rate of Line Interval:
e 5 I L
Cut Rate of Change Line:
(25% -
Cut Rate of bar-code's Height:
(s0% -]
( Set

3.14 Other

You can set the serial number, etc. in "Others".

Set Printer . W — s

[ Heat Time | 2D Barcode | Serial | Search Printer | B1G5 | CmdType Setting | Papersave | Other [« ]»

Sequence Number: jDD 1A |r_n:u:. 1 et

DateandTime: [2017 v [ m[ o[z HfE m set
76 Print Mode: | 76mm paper mode ~) Set
80 PrintMode:  [80mm - Set

Run Out of Paper: |Disable - Set
Volume Set: [Moderate ~| set
USB Set: [printer usB -
Black Mark: |standard - Set
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In USB setting interface (function), you can set USB as the virtual serial port and
click "Set"; after successful setting, the printer will automatically shut down and you
need to restart the printer manually; after restarting, go to the home screen to
configure the serial port, and then the serial port printing function can be used.
(Note: This function is a custom function, which cannot be used without special

customization)

Set Printer . S
Heat Time | 2D Barcode I Serial I Search Printer I BIGS | CmdType Setting I PaperSave | Other |4 |»
Sequence Mumber: IDU 14 1'3'301 Set
DateandTime: [2017 v [ m[® pf5 n[7 m [ set
76 Print Mode: [?Gmm paper mode v] Sat
80PrintMode:  [80mm - [ et
Run Out of Paper: |Disable - Set
Volume Set: |Mcderate v] Set
USE Set: Printer LSB - Set
Printer USB
Virtual Serial Port I
Flack Mark: 5 [ et
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